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GENERAL NOTES:

MANHOLE OR VALVE BOX RING AND COVER PER
CITY STANDARDS.

MANHOLE CONE/EXTENSION OR VALVE PIPE PER
STANDARDS. PIPE WITH SMOOTH INTERIOR.

12" SUBGRADE, 95% COMPACTICN (ASTM).

PAYING SECTION PER APPROVED DRAWINGS.

CONCRETE COLLAR IN PAVED AREAS — TYPICAL
INSTALLATION.

CONCRETE COLLAR IN PAVED AREAS WITH ASPHALT CAP.

TO BE USED WHEN CALLED FOR ON PLANS OR AS
DIRECTED BY THE ENGINEER.

CONCRETE COLLAR IN DIRT AREAS — SET RING
17 ABOVE GRADE AND SLOPE CONCRETE DOWM
AS SHOWN TO 1° BELOW GRADE.

WATER VALVE INSTALLATIONS SHALL HAVE
SURFACE STAMPED WITH LINE INFORMATION
PER STANDARD DWG 23286.

NM APWA

REVISIONS

MANHOLE /VALVE
CONCRETE COLLAR DETAIL

DWG. 24861 FEB. 2006
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GENERAL NOTES — RING
T VALVE BOX RING DESIGNED TO ACCEPT
VALVE BOX COVER.

2 THE CASTING NUMBER, MANUFACTURER'S LOGO, DATE OF
MANUFACTURE AND "USA™ SHALL BE CAST IN A
CONSPICUQUS LOCATION ON BOTH THE RING AND THE COVER

/ 3 FILLETS SHALL BE 7/4"R UNLESS OTHERWISE SPECIFIED.
Y 4 A DRAFT ANGLE OF X=5" SHALL BE APPLIED UNLESS

SPECIFIED.

LETTERS -~ 5 PLACES 5 FINISH: REMOYE EXCESS IRON AND FINS.

——R3/16" & THIS DETAIL DOES NOT APPLY FOR VALYE BOX RING
AND COVER TO BE USED ON REUSE OR NON-POTABLE
WATER SYSTEMS.

CENERAL NOTES - COVER

1 VALVE BOX COVER DESIGNED TO FIT INTO
VALVE BOX RING.

2 THE CASTING NUMBER, M
MANUFACTURE AND "USA™ SHALL BE CAST IN A
CONSPICUOUS LOCATION ON BOTH THE RING AND THE COVER.

3 FILLETS SHALL BE 1/4"R UNLESS OTHERWISE SPECIFIED.

4 A DRAFT ANGLE OF 3 -5 SHALL BE APPLIED UNLESS
OTHERWISE SPECIFIED.

5 FINISH: REMOVE EXCESS IRON AND FINS,

ANUFACTURER'S LOGO, DATE OF

RING AND COVER FOR VALVE BOX
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REF. DWG NO. A7-12
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POUR INTO SOLID BANK OF TRENGH
NOT LESS THAN 3-0° (TYP.)

12" 0.D. PIPE (TYP.)
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(DIP PIPE AND FITTINGS)

APPROVED MJ RSNT (TYP)
(SET FOR DIRECTION OF THRUST)
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CONCRETE BLOCK

TYPICAL REVERSE ANCHOR DETAIL

REVERSE ANCHOR DETAIL W/ MJ RSNT
(W/APPROVAL OF COLORADO SPRINGS UTILITIES )
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NOTE: MANHOLE SHALL BEA
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MATERIALS LIST

NOTE; ALL PIPING AND FITTINGS SHALL BE SCH. 40 THREADED
GALVANIZED STEEL. SIZE IS DETERMINED BY SPECIFIC
AIR/VACUUM RELEASE VALVE TO BE INSTALLED.

L
M

COMBINATION AR AND WVACUUM RELEASE VALVE, SIZE AS

SHOWN ON PLAN.

GATE VALVE, SAME SIZE AS COMBINATION AIR AND VACUUM

RELEASE VALVE INLET.

MINIMUM 6™ FLANGE NOZZLE OR FLANGE TAPPING SADDLE.
PROVIDE BLIND FLANGE TAPPED FOR THREADED NIPPLE
WHERE AIR/VAC VALVE IS SHOWN TO BE LESS THAN 6~

CAST IRON NIPPLE.
17 BALL VALVE.
17 MR RELEASE VALVE.

THREADED CAP.

THREADED NIPPLE FOR VENT AND HOSE CONNECTION.

90" ELBOW.

4" DIA. SCHEDULE 40 PVC PIPE SLEEVE THROUGH

MANHOLE BASE.

12°%12°%18" DEEP 17 CLEAN GRAVEL. ASTM €33, NO. 57 GRAVEL.

WATER MAIN.

CONSTRUCTION NQTES:

1

10

MANHOLE MAY BE COMSTRUCTED OF CONCRETE BLOCK,
GR, MS BRICK, POURED CONCRETE,
FORCED CONCRETE. IF BLOCK OR BRICK, PLASTER INSIDE

AND OUT WITH 1/2" MORTAR. SEE

USE 36" MH FRAME AND COVER. COVER MARKED “WATER™.

CONCRETE COLLAR PER STD. DWG.

USE ADJUSTMENT RINGS OR MAX. 2 COURSES GR MS
BRICK FOR ADJUSTMENT OF MH FRAME TO PAVEMENT

GRADE.

PRECAST CONCRETE COVER. SEE DWG 2107, EXCEPT
OPENING SHALL BE 34" DIAMETER MINIMUM,

STEPS TO BE INSTALLED PER STD SPEC SEC 920.
CUT MAMHOLE TO PROVIDE A 4" CLEARANCE AROUND

WATER MAIN

1" CLEAN GRAVEL TO TOP OF MAIN.

6" GROUT FILLET ARODUND BASE

CONCRETE BASE TO BE POURED IN
#4 BARS AT 12" OC EACH WAY.

OR PRECAST REIN-
DWG 2101.

2481,

PLACE USING

REVISIONS

NM APWA

DWG. 2350

WATER

AR/VACUUM RELEASE
YALVE
FEB. 2006

H AIR/VACUUM RELEASE VALVE
NTS

NOTICE OF EXTENDED PAYMENT PROVISION — THIS
CONTRACT ALLOW THE OWNER TO MAKE PAYMENT WITHIN
45 DAYS AFTER ACCEPTANCE BY THE VILLAGE OF
CIMARRON OF AN UNDISPUTED REQUEST FOR PAYMENT.
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COLORADO SPRINGS, CO 80920
WWW.NOLTE.COM

BEYOND ENGINEERING

1976 RESEARCH PARKWAY , SUITE 1656
719.268.8500 TEL 719.268.9200 FAX
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