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CENERAL NOTES:
1 ALL NEW PIPE AND FITTINGS SHALL BE PROVIDED WITH
THRUST CONTROL.

2 THRUST CONTROL SHALL BE BY RESTRAINED JOINTS
ONLY UNLESS DIRECTED OTHERWISE BY ENGINEER.

LCONSTRUCTION NOTES:

A EXISTING STEEL PIPE.

B REDUCE AT TEE, IF EXISTING LINE IS SMALLER THAM
HEW LIME.

C MJ, CL ELBOW WITH JOINT RESTRAINT

=]

HMEW [l OR PAM.C, WITH VALVE AS DIRECTED.

m

RESTRAINED TRANSITION COUFLING FOR AC. RESTRAMED
SOLD SLEEVE FOR DU, C.. AND PVC

FEXISTIMG D.l., OR CiA. OR PWVC. IF AC., USE PAD
ADAFTER.

G M. Cl TEE WITH JOINT RESTRAINT,
H  GATE WALVE FL.—M.J WITH JOINT RESTRAINT,
J  WELDING COLLAR,

=

STEEL WELDING MNECK FL.

-

TAR COAT COLLAR, MECK AND DAMAGED PIPE COATING.
M.J. FLANGE.

FLANGE.

PRESSURIZED CONMECTION.

M., €1 PLUG OR CAP WITH JOINT RESTRAINT

A o m E T

REMOVE AT LEAST 10° OF PIPE TO BE ABANDOMED AMD
CAP OR PLUG.

5 TAC-WELD SaCRIFICIAL ANODE TO STEEL PIPE.

127
MIM.

o

-,

3'-0" MIN. COVER

REVISIONS NM APWA

WATER

WATERLINE CONMECTION
DETAILS

WG, 2301 FEB. 2006

GENERAL NOTES:
1 THE METER SHALL BE SET UTILIZING A COPPER-SETTER.

COPPER-SETTER HEIGHT 10" FOR 1" METER. 7" FOR
/4% METER.

2 THE WALVE AND METER REGISTER BOX SHALL BE LOCATED
UNMDER THE LID OPENING. WHERE TWO METERS ARE TO BE
INSTALLED IN A SINGLE METER BOX, THE METER REGISTERS
SHALL BE WITHIN READING RANGE OF THE LID OPENING.

3 METER BOX LOCATION 7O COMFORM TD DWG. 2361.

4  WHEN CONTRACTOR DOES MNOT INSTALL METER,

CONTRACTOR SHALL PROVIDE REMOVABLE PLUGS FOR
END OF COPPER-SETTER.
5 EXISTING COMCRETE TO BE SAWCUT.
CONSTRUCTION NOTES:

A STREET SURFACE.

@

BACK OF CURB.

CAST IRON METER BOX, COVER AND LID.
SEE DWG. 2368 OR 2369.

1/2% EXPANSION JOINT.
CURE STOP, LOCATE INSIDE METER BOX.

o

SIDEWALK OR DRIVEPAD.

METER., TOP OF METER TO BE 127=1B" BELOW COVER.
CORP STOP.

MAIN WATER LINE.

TAPPING SADDLE.

L COPPER SERVICE LINE.

COPPER SETTER,

=

M TAILPIECE TO PROPERTY LIME WITH INSTA-TITE LP.T.
CAPPED FMTING. DOUBLE CHECK WALVE SHALL BE INSTALLED
IN WATER ZONES OW, 1w, & 1E.

G CONCRETE PAD REQWIRED IN ALL AREAS PER SEC. 101
EXTERIOR CONCRETE, f'c=3500 psi @ 28 DAYS,

R #4 REBAR CONTINUOUS ALL AROUND METER BOX,

S STABILIZER BAR, USE FOR SINGLE METER OMNLY.
12" LONG » 1/2" DIA. GALV, STEEL PIPE.

T METER BOX LID SHALL BE FLUSH WITH SURROUNDING
SIDEWALK.

REVISIONS NM APWA
WATER

3/4" - 17 METERED SERWVICE
LINE INSTALLATION

CWG. 2262 FEB. 2006

WATERLINE CONNECTION DETAIL

NTS

REVISIONS:

DATE

BY

NO.

SELECT FILL COMPACTED
TO 95% STANDARD PROCTOR

TRACER WIRE

TRENCH TO BE BRACED OR

SHEETED AS NECESSARY FOR
THE SAFETY OF THE WORKMEN

AND THE PROTECTION OF
OTHER UTILITIES

UNDISTURBED SOIL

CLASS 6 ROADBASE IN 6" LIFTS

[

— \_ﬂlo: MIN., TYP. BOTH SIDES

AN

[ V 1/4 Bc, 6" MIN.

CLASS 6 ROADBASE
TOTAL PERCENT

SIEVE SIZE PASSING BY WEIGHT
3/4” 100%
No. 4 30% — 65%
No. 8 25% — 55%
No. 200 3% — 12%

NOTE:
THERE SHALL BE A MINIMUM OF 5-0" OF BACK FILL OVER THE PIPE

TRENCH DETAIL

WATER MAIN

NTS
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NOTICE OF EXTENDED PAYMENT PROVISION — THIS

CONTRACT ALLOW THE OWNER TO MAKE PAYMENT WITHIN

45 DAYS AFTER ACCEPTANCE BY THE VILLAGE OF

CIMARRON OF AN UNDISPUTED REQUEST FOR PAYMENT.

WATER SYSTEM IMPROVEMENTS

DEC 2007

DATE SUBMITTED

DETAILS
THE VILLAGE OF CIMARRON

PREPARED FOR

COLORADO SPRINGS, CO 80920
WWW.NOLTE.COM

BEYOND ENGINEERING

1976 RESEARCH PARKWAY , SUITE 1656
719.268.8500 TEL 719.268.9200 FAX
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